






Accessories (must be ordered separately)

Replacement bulb for Bitron Gravity 55 W and Bitron 110 C
1 bulb is required for complete configuration of Bitron Gravity 55 W
2 bulbs are required for complete configuration of Bitron 110 C
Order no. 56636

Bitron C 110W
Dimensions (L x W x H)  [mm]  730 x 215 x 200
Rated voltage  [V/Hz] 220-240/50-60
Inlet stepped hose adapter [inch] ¾ to 2
Outlet (2x) [inch] 1 to 1 ½
Visual function check  Indicator light
Connection to  ProfiClear module filter/BioTec ScreenMatic 36

Operating pressure max. [bar] 1.0
Suitable pump capacity max. [l/h] 40000
Power consumption [W]  110
Flow-through UVC, without bypass  [l/h] 12000
Cable length [m] 5.0
Order no.  56902

Bitron Gravity 55 W
Dimensions (L x W x H) [mm] 700 x 260 x 160
Rated voltage [V/Hz] 220 – 240 / 50/60
Power consumption [W] 55
Power cable length [m] 5.00
Net weight [kg] 7.10
UVC power [W] 55
Number of inlets [Unit] 1
Connections, inlet DN 110
Number of outlets [Unit] 1
Connections, outlet DN 110
Max. operating pressure [bar] 1.00
Pump capacity, max. [l/h] 30000
Rec. flow rate (gravitation) [l/h] 12500
Pump capacity, min. [l/h] 5000
Suitable for ponds to max. [m³] 70.0
Suitable for ponds with fish stock [m³] 50.0
Suitable for ponds with koi* [m³] 25.0
Material Plastic / stainless steel
Connection to ProfiClear, AquaMax Eco Gravity
Type of use Pump fed system, gravity fed system
Other Visual function check
Order no. 50946

Bitron 110  C
Clever bypass system combines high flow rates 
with optimal duration of radiation
Permanent self-cleaning thanks to patented 
cleaning rotor
Up to 30 % energy savings through electronic ballast

Recommendation
Do not forget to replace UVC bulbs regularly, 
ideally in the spring!

Bitron Gravity 55 W
Highly-efficient – perfect for gravity-fed filter systems

Unusually powerful, efficient UVC clarifier
Extremely effective sterilisation thanks to 
well thought-out flow optimisation 
Extremely easy and flexible installation 
before or after the filter system

Can be optimally 
integrated in the 
ProfiClear Premium system.
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BioTec ScreenMatic 36 
Dimensions (L x W x H) [mm] 1200 x 800 x 760
Flow rate max. [l/h] 23000
Inlet stepped hose adapter [inch] 2 x 1 to 1 ½
Outlet  [mm] 100
Number of blue filter sponges   18
Number of red filter sponges  18
Special granulate [kg] 18.0
Coarse pollutant extraction [µm] 300
Suitable for ponds with fish stock [m3] 70
Suitable for ponds to max. [m3] 140
Weight [kg] 90
Order no.   51259 

Accessories (must be ordered separately)

Spiral hoses
1 ½"   25 m length Order no. 52981
2"  20 m length Order no. 36500
Replacement filter sponges
for BioTec 36 ScreenMatic red Order no. 56736
for BioTec 36 ScreenMatic blue Order no. 56737

Spiral hoses, green with black -spirals 
(pressure: 6 bar) 

• Frost-resistant and UV-resistant
• Good sinking characteristics 
• Temperature-resistant to + 60 °C
• Heavy-metal free – guaranteed

Setup possibility
  Free access to the sponges through 90° setup 
possibility for easy and fast maintenance. 

Water distributor with flow regulator
Adaptation of the ScreenMatic sieve to different pump 
capacities for function.

Electric motor
  For electrical driving of the ScreenMatic preliminary 
separator at 30 minute intervals. 

Triple separator
Frees the ScreenMatic from accumulated 
debris in three stages.

ScreenMatic sieve
• Collection tank for removal of extracted coarse 

pollutants
• Different filter media and large settlement sur-

face for optimal  development of filter bacteria
• Flow speed of the incoming water can be adjust-

ed individually  depending on the amount of 
coarse debris

• Sludge drain with slide valve for removing debris 
from the filter system

• Cleaning of filter sponges directly in the filter, 

without removal
• Use of the PhosLess filter media tubes as needed 

for string algae reduction (optional accessory)
• Optimally matched to OASE AquaMax Eco filter 

pumps
• Direct connection possibility for Bitron C and 

Eco UVC clarifiers
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